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The ability to perform full-order aerothermoelastic simulations of hypersonic vehicles is hindered by the strong
coupling exhibited between the aerodynamics, heat transfer, and structural dynamic response in the hypersonic
ﬂight regime. As a result of these interactions, alternative techniques are necessary to obtain computationally
tractable systems of governing equations and their solutions. This work addresses the use of proper orthogonal
decomposition for a reduced-order solution of the heat transfer problem within a hypersonic modeling framework.
The speciﬁc challenge of handling time-dependent heat ﬂux boundary conditions due to transient aerodynamic
heating is discussed. An overview of the proper orthogonal decomposition is given, and two methods for solution of
the reduced system of ordinary differential equations are outlined. The methodology is applied to a representative
hypersonic vehicle control surface model for two cases in which the time history of the thermal load vector is known
a priori: one in which the boundary conditions are time independent and another in which they are time varying.
Results demonstrate the ability of the reduced-order solution to approximate the full-order solution with reasonable
accuracy.
Nomenclature
A = snapshot matrix
ai = ith snapshot corresponding to ith column of A
a^i = ith snapshot normalized to unit magnitude
b = right-hand side vector of recurrence relation for
numerical time-stepping algorithm
C = correlation matrix
c = modal coordinate of proper-orthogonal-decomposition
basis vector
~c = modal coordinate of proper-orthogonal-decomposition
basis after diagonalization of coefﬁcient matrices
cp = speciﬁc heat
c0 = vector of initial modal coordinates of proper-
orthogonal-decomposition basis vectors
E = modulus of elasticity
e = spatial error norm
F = thermal load vector of full system in physical space
G = thermal load vector of full system in physical space
after subtracting initial temperatures
g = generalized thermal load vector of reduced system in
modal space
~g = generalized thermal load vector after diagonalization of
coefﬁcient matrices
Ht = time-dependent scalar coefﬁcient of thermal load vector
hi = thickness of ith layer of thermal protection system
I = identity matrix
K = thermal conductivity matrix of full system in physical
space
k = generalized thermal conductivity matrix of reduced
system in modal space
~k = generalized thermal conductivity matrix after
diagonalization of coefﬁcient matrices
kT = thermal conductivity of material
L = coefﬁcient matrix of recurrence relation for numerical
time-stepping algorithm
M = thermal capacitance matrix of full system in physical
space
m = generalized thermal capacitance matrix of reduced
system in modal space
~m = generalized thermal capacitance matrix after
diagonalization of coefﬁcient matrices
N = number of steps
n = number of snapshots used for creation of proper-
orthogonal-decomposition reduced-order model
P;r = orthogonal projector projecting onto subspace spanned
by 
Q = orthogonal matrix in full QR factorization
_qaero = aerodynamic heat ﬂux
_qrad = heat ﬂux due to radiation
R = projection residual
R = upper triangular matrix in full QR factorization
r = number of degrees of freedom of reduced system in
modal space after modal truncation
s = number of degrees of freedom of full-order system in
physical space
T = vector of discrete nodal temperatures
t = time
T = temperature vector transformed by subtracting initial
conditions
Tmax = maximum application temperature
T0 = vector of initial temperatures
Tfi = temperature at node i from full-order solution
Tri = temperature at node i from reduced-order solution
U = matrix containing left singular vectors of A
U = truncated matrix containing left singular vectors of A
ui = ith left singular vector of A
V = matrix containing right singular vectors of A
vki = ith element of kth eigenvector of correlation matrix
W = matrix of eigenvectors of generalized eigenvalue
problem
wi = ith eigenvector of generalized eigenvalue problem
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T = coefﬁcient of thermal expansion
i = ith eigenvalue of generalized eigenvalue problem
m = maximum eigenvalue of heat transfer system of
equations
tcr = critical time step for stability of numerical
time-stepping algorithm
ij = Kronecker delta
 = emissivity
" = absolute error in approximation of snapshots by their
projection onto basis
"rel = relative error in approximation of snapshots by their
projection onto basis
"T = relative error tolerance
 = square matrix of coefﬁcients of expansion of full set of
proper-orthogonal-decomposition basis vectors
 = rectangular matrix of coefﬁcients of expansion of
reduced set of proper-orthogonal-decomposition basis
vectors
 = parameter determining numerical time-stepping
algorithm
 = eigenvalue of correlation matrix
 = Poisson’s ratio
	 = density of material
 = diagonal matrix containing singular values of A

i = ith singular value of A
 = variable of integration
 = modal matrix of full set of proper-orthogonal-
decomposition basis vectors before truncation
 = modal matrix of reduced set of proper-orthogonal-
decomposition basis vectors after truncation
’i = ith proper-orthogonal-decomposition basis vector
 = arbitrary orthonormal basis
! = oscillation frequency
I. Introduction
H YPERSONIC vehicle (HSV) design and simulation require aninterdisciplinary approach due to complex physics and the
coupling of a variety of disciplines. A signiﬁcant aspect in the design
and simulation of airbreathing HSVs involves the aerodynamic
heating that develops at the surface of the vehicle due to stagnation of
the ﬂow and friction within the boundary layer [1,2]. HSVs with
airbreathing propulsion systemsmust ﬂy at relatively low altitudes to
maintain the dynamic pressure required for optimal engine per-
formance [2]. One consequence of this requirement is that the high
dynamic pressure and high Reynolds number lead to surface heating
becoming a major design driver. The surface heating in turn leads to
heat being conducted through the internal vehicle structure. The
spatial variation of temperature throughout the structure leads to a
change in stiffness distribution through two effects: degradation of
material properties due to temperature dependence and geometric
stiffening effects due to internal thermal stresses. Thus, to accurately
capture the structural dynamic response of the vehicle, the transient
temperature distribution must be known so that the stiffness
distribution can be determined. This work focuses on the solution of
the transient heat transfer problemwithin the context of fully coupled
aerothermoelastic simulations.While speciﬁc attention will be given
to the thermal aspect of the problem in this work, it cannot be
considered in isolation due to the complex interactions among
disciplines, as described previously.
As the geometry of the HSV structure is expected to be complex, a
numerical approach to the thermal problem is taken in this work as
opposed to seeking closed-form analytical solutions. While there
exist many well-established numerical techniques for solving
thermal problems [3], such as ﬁnite volume, spectral element,
boundary element, ﬁnite element, and ﬁnite difference methods,
using these methods by themselves would require solutions of large
systems of equations for the large-scale structures of interest. The
corresponding computational time associated with such a solution is
undesirable for design and simulation purposes using the hypersonic
aerothermoelastic framework proposed here. Furthermore, the
number of states that would be involved in such a solution would be
impractical for use in control system design and evaluation models.
As such, this work will investigate the use of a reduced-order
modeling technique known as proper orthogonal decomposition
(POD) for solution of the transient thermal problem. Although full-
orderﬁnite element solutions of the problemwill be used to derive the
reduced-order model (ROM), these solutions will be computed
ofﬂine before the actual simulation. Thus, once the thermal ROM is
created, there is no need to return to the full-order model for high-
ﬁdelity solutions. Another advantage of this approach is the ability to
tailor the level ofﬁdelity of theROM to attain the appropriate balance
between computational complexity and accuracy.Anoverviewof the
time-marching aerothermoelastic framework in which the reduced-
order thermal solution will be employed is given in Fig. 1.
The process begins with the calculation of the heat ﬂux boundary
conditions (BCs) on the outer surface of the structure at the initial
time. With the boundary conditions and initial conditions of the
thermal problem known, the transient temperature distribution is
marched forward in time. A solution of the heat transfer problem is
carried out in modal space using modes from POD (described in a
later section) to avoid the computational cost of running full-order
ﬁnite element analysis (FEA). The bypassing of the full-order
thermal solution via the reduced-order solution is indicated in Fig. 1.
This framework considers two coupling mechanisms between the
thermal solution and the structural stiffness. The ﬁrst involves the
Fig. 1 Reduced-order aerothermoelastic modeling framework.
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geometric stiffness effects due to thermal stresses that result from
thermal expansion of the structure. The second is due to the tem-
perature dependence of the Young’s modulus resulting from the high
temperatures experienced in hypersonic ﬂight. In addition to thermal
effects on the geometric stiffness, the change in temperature also
results in thermal loads being applied to the structure. With the
stiffness and structural loads known, the structural dynamics
equations of motion (EOMs) in physical space are transformed to a
suitable reduced modal basis. The reduced modal system is then
solved for the modal coordinates to obtain the structural response.
The structural deformations will couple with the aerothermal
problem due to the effect on aerodynamic ﬂow properties, which will
change the heatﬂux. The change in aerodynamic ﬂow properties also
results in a modiﬁcation to the aerodynamic loads acting on the
structure.With the deformed conﬁguration known at the current time
step, the aerodynamic ﬂow parameters and heat ﬂux are recalculated,
and the procedure is repeated at the next time instant.
There have been a variety of methods employed in the literature to
reduce the order of thermal problems. The well-known structural
dynamics reduction methods of the Guyan reduction [4] and
component modes synthesis [5] have been extended for use in both
linear and nonlinear transient thermal problems [6–8]. One paper [9]
used Guyan reduction and component modes synthesis for reduction
of the thermal problem in conjunction with nonlinear identiﬁcation
techniques for solution of the structural and ﬂuid problems for
coupled solid/ﬂuid analysis of a turbine disk model. Results of this
study showed that both Guyan reduction and component modes
synthesis provided sufﬁcient reduction of the problem for efﬁcient
computation of temperature histories at selected locations of the
model. However, a disadvantage to both of these methods is that
tuning of the ROM was necessary to obtain the desired accuracy, as
the error of a particular ROM cannot be determined a priori. In
particular, Guyan reduction requires selection of the set of active and
omitted degrees of freedom, while the component modes synthesis
methodology used in theseworks requires the selection of a subset of
eigenmodes related to the set of omitted temperatures.
Another technique that has been used for reduction of both linear
and nonlinear transient thermal problems is the modal identiﬁcation
method [10–13]. The use of this technique is largely motivated by
inverse heat transfer problems in which one desires to determine
boundary conditions to a thermal problem based on measured tem-
perature evolutions at selected locations. Given a state-space
representation of the full-order system, this technique seeks another
state-space representation of the dynamics that is of a much lower
order than the original system and gives a good approximation to the
output of the original system. As the reduced-order state-space
representation is written inmodal space, the identiﬁcation of a subset
of eigenmodes of the system is required. The primary advantage of
the modal identiﬁcation method is that no knowledge of the thermal
capacitance and thermal conductivity matrices is required for
calculation of the eigenmodes of the system. Rather than solving an
eigenvalue problem of the full system, the eigenmodes are identiﬁed
through the minimization of a quadratic criterion related to the
difference between the output vector of the full-order model and that
of the ROM. Therefore, this method is useful for situations in which
the computational cost of a large-scale eigenvalue problem cannot be
afforded and for problems in which the thermal matrices of a system
are unknown.
Themodal identiﬁcationmethodwas developed and implemented
for linear multivariable systems with multiple inputs and outputs and
was shown to reduce a model of order 1643 to one of order 26 while
still maintaining sufﬁcient accuracy [10]. Anotherwork [11] used the
modal identiﬁcation method for the reduced-order solution of an
inverse linear heat conduction system. Because of the ill-posedness
of the inverse problem, a regularization procedure was employed in
that work to improve the conditioning of the problem. Application of
the methodology to a three-dimensional example problem showed
good agreement between the full-order and reduced models for
reduction from order 1331 to order 9. A subsequent two-part work
extended the modal identiﬁcation method for use in nonlinear
systems [12,13] for single-input/multi-output systems. The meth-
odology employed in this work was similar to the one employed for
linear systems, in that it identiﬁes a state-space representation of
reduced order to approximate the high-ﬁdelity system. However, for
thenonlinear case, additionalmanipulationwasneeded to separate the
linear and nonlinear terms in the equation. This work introduced
nonlinearity througha linearvariationof the thermal conductivitywith
temperature. The methodology was applied to a three-dimensional
cube.Results demonstrated that theROMwas able to obtain solutions
for the inverse problem,whereas the detailedmodelwasnot ablewhen
the same time integration scheme was used for each.
While the modal identiﬁcation method provides a signiﬁcant
computational advantage for certain problems such as inverse heat
transfer problems, its applicability within the aerothermoelastic
framework of this work is questionable. Although one of its major
advantages lies in the fact that the matrices of the governing equa-
tions need not be known, in this work, the thermophysical properties
of the system will be known, so this factor does not come into play.
The methodology in the described studies has been applied to
systems with a relatively low number of inputs (1–3) and outputs (2–
27), while the model considered in this work is on the order of
thousands of inputs and outputs due to continuous variation of the
heat ﬂux boundary conditions and temperature distribution in space.
The complexity associated with the large number of inputs is due to
the fact that, in the linear case, an element reducedmodel (ERM)was
required for each input and superposition was used to reconstruct the
solution. For the case considered here, where each node at the surface
of the airfoil represents an input to the system, creation of anERMfor
each node is impractical. More fundamentally, while an eigenmode
basis will likely provide some means for reduction of the problem, it
may not be the optimal basis for capturing the dynamics of the system
with the fewest possible number of modes. Consideration of
alternative basis representations must therefore be considered.
Within the area of reduced-basis modal methods for heat transfer
problems, attempts have been made to augment the eigenmode basis
of the thermal system or develop an alternative basis for repre-
sentation of the system [14–20]. Shore [14] used an eigenvector basis
for nonlinear problems consisting of the eigenvectors based on
thermal properties evaluated at the initial temperature conditions and
those based on thermal properties evaluated for a temperature
distribution corresponding to a nonlinear steady-state problem. To
enhance the accuracy and efﬁciency of the solution, the eigenvector
basis was augmented with additional adaptive vectors and ana-
lytically generated vectors. Large reductions in size were achieved
for conduction-dominated problems with simple geometry and
boundary conditions. For problems with complex spatial and
temporal variation in heating, additional effort was employed to
generate alternative basis vectors. In two recent works [21,22], the
thermal basis functions were constructed as the product of a function
of the through-thickness coordinate and a function of the in-plane
coordinates. Through-thickness functions were obtained based on
the one-dimensional steady-state through-thickness temperature
distribution as well as also including a cubic function of the through-
thickness coordinate. In-plane thermal basis functions were obtained
based on the eigenvectors of the thermal system as well as an
additional set to satisfy the Dirichlet boundary conditions.
As opposed to an eigenvector basis, Nour-Omid [20] used a
Lanczos vector basis for reduction of the transient heat transfer
problem. The advantage of such an approach is that the vectors can
be generated relatively inexpensively, can produce more accurate
solutions than those obtained with an eigenvector basis, and can
lead to a reduced system in tridiagonal form for a more compu-
tationally efﬁcient solution. An adaptation of this methodology was
developed by Cardona and Idelsohn [19], who obtained the ﬁrst
basis vector as the system response for the ﬁrst time step and then
introduced this vector into the Lanczos algorithm. The authors also
extended the method and solved nonlinear thermal problems by
introducing new basis vectors, which are derivatives of the pre-
existing basis vectors with respect to their own amplitude param-
eters. Another work [18] discussed the selection of a starting vector
to the Lanczos algorithm, which is related to the time variation of
the heat supply vector.
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Another method that has been applied to thermal and structural
dynamics problems and gives a higher-order modal solution to the
problem is known as the force-derivative method [15–17,23]. This
approach is advantageous in that these higher-order solutions
converge to an accurate response using fewer modes than lower-
order methods, such as the mode-displacement or mode-acceleration
methods. Its derivation results from successive integration by parts of
the convolution integral form of the solution and results in terms that
are related to the forcing function and its time derivatives. The
resulting additional terms offer an improved approximation of the
higher modes, which would otherwise be neglected in a standard
mode-displacement approach. The ﬁrst-order force-displacement
relation can be recognized as themode-accelerationmethodwith one
correction term that depends on the forcing function. This method
was applied with success to linear transient thermal systems [16,17]
and was later extended for application to nonlinear transient thermal
problems [15].
While the preceding reduced-basis methods provide efﬁcient
techniques for reducing the order of transient thermal problemswhile
maintaining sufﬁcient accuracy, they rely largely on the matrices
constituting the governing system of equations rather than the actual
response of the system to excitations that it will likely see in practice.
Methods using an eigenvector basis require solution of a large
eigenvalue problem, while augmentation of the eigenvector basis
often requires trial and error to capture the correct subspace.
Furthermore, the use of such a basis may not be optimal in the sense
of capturing the most energy with the fewest number of modes for a
given problem. In this work, we will focus on basis representations
other than eigenvector space that are derived from the response of the
system to typical excitations. If characteristic transient responses of
the transient thermal system can be adequately characterized a priori,
a basis with established optimality properties can be obtained using
POD.
The POD, also known as the Karhunen–Loève decomposition,
principal components analysis, singular systems analysis, and sin-
gular value decomposition (SVD), is a modal technique in which
empirical data are processed using statistical methods to obtain
models that capture the dominant physics of a system using a ﬁnite
number of modes [24]. The fundamental basis for use of POD as a
reduced-order modeling method is its ability to represent high-
dimensional systems in a low-dimensional approximate manner
while still maintaining a high degree of accuracy. The choice of the
POD basis as opposed to any other basis such as an eigenvector basis
is due to its optimality condition of providing the most efﬁcient way
of capturing the dominant modes of a system with a ﬁnite number of
modes [25]. In addition to heat transfer problems, the POD has been
used in numerous applications such as turbulence [26], structural
dynamics [27,28], aerodynamics [29], and control theory [30],
among others.
TheuseofPODfor thermalproblems isprevalent in the literature. In
tworelevantworks, themethodwasapplied toa linear transient thermal
system in which the governing equations were decoupled in order to
solve themanalyticallyover time [31,32].Applicationof themethod to
caseswith time-independentand time-varying loadingshowedrelative
errors of less than 1% and less than 3%, respectively [31]. In a related
work [33], POD was applied to a nonlinear transient thermal system
and a technique was developed for updating the system matrices in
caseswhere the thermalconductivitymustbe recomputedatevery time
step. This strategy involved separating the solution-dependent part of
the element matrix from the geometry-dependent part to reduce
computation times. Application of the methodology to systems with
nonlinearitydue to temperature-dependentmaterial properties showed
average relative error of less than 1% with respect to the full-order
model. Furthermore, itwas shown that for a certain range of degrees of
freedom, signiﬁcant improvement in computation time can be
achievedusing themethodologyoutlined in[33]. Inanother study [34],
an approach was developed to incorporate an understanding of the
input operator to the system. A low-order model was developed using
POD in which an external control input is included by separating the
external stimuli from the ordinary differential equations resulting from
projection onto the reduced subspace.
In addition to its use in solving forward heat transfer problems,
POD has also been applied in the solution of nonlinear inverse heat
transfer problems. One example is its use in estimating the time-
varying strength of a heat source in a two-dimensional system [35].
The system consisted of a square domain with a time-varying heat
source at a known location. Thermal conductivity was taken to be a
strong function of temperature, thus resulting in nonlinear governing
equations. Drastic reduction in the number of degrees of freedomwas
achieved using the proposed method while maintaining solution
accuracy of the same level as that of a traditional method. A
subsequent work used POD in the solution of nonlinear inverse
natural convection problems [36]. The goal was to estimate the time-
varying strength of a heat source while reducing the order of the
computations involved. The reduced-order solution was compared
with that obtained using the traditional method of employing the
Boussinesq equation. The reduced-order method was shown to
accurately reproduce the results obtained using the traditional
method for various shapes of the heat source function at reduced
computational cost. A later work [37] applied POD to the inverse
problem of estimating the unknown thermal conductivity and
convective heat transfer coefﬁcient of a system. The modal coor-
dinates of the basis vectors were allowed to be a nonlinear function of
the retrieved parameters. Results showed that the method was robust
and numerically stabilizing while also exhibiting favorable
regularization due to the ability of POD to ﬁlter out high frequency
error.
While the preceding works represent signiﬁcant progress in the
area of reduced-order thermal modeling, this work more speciﬁcally
seeks to examine the robustness of the POD for thermal solution
within a HSVaerothermoelastic framework. The goal is to be able to
generate the PODbasis a priori and then use this basis throughout the
aerothermoelastic simulation. However, the problem is complicated
due to the fact that the thermal boundary conditions are dependent on
aerodynamic ﬂow parameters, which are affected by the structural
dynamic response. Thus, the ability to characterize the space that the
basis vectors must span a priori must be investigated. This is
necessary, as the basis vectors must be capable of representing the
transient thermal response over the range of ﬂight conditions at
which aerothermoelastic simulations are to be carried out. Further
complicating the problem are the fact that the boundary conditions
are time dependent and nonlinear due to radiation and temperature-
dependent convection.
A previous work by the authors [38] provided progress toward
reduction of the transient heat transfer problem; however, there are
limitations associated with that formulation. Note that all of the
results shown in that work were for cases with heat ﬂux boundary
conditions that were constant in time. This work will extend the
reduced-order thermal formulation of [38] to examine the ability to
handle the time dependence of the heat ﬂux boundary condition. An
overview of POD will be given, and the optimality conditions of the
basis will be described. The method for basis generation will be
outlined along with the two methods used to solve the governing
system of ordinary differential equations for the modal coordinates.
A representative control surface structure to be used in the examples
will then be described. Numerical examples will be carried out for
varying boundary conditions, and results will be presented to
demonstrate the validity of the approach.
II. Thermal Proper Orthogonal
Decomposition Formulation
A. Creation of Proper-Orthogonal-Decomposition Basis
The transient heat transfer problem is solved in modal space with
modes from POD analysis due to the optimality properties of the
basis [31]. The method of snapshots [39] is used for determination of
the POD basis vectors. In this case, the snapshots are deﬁned as
vectors of nodal temperatures at various time instants and are
computed from high-ﬁdelity FEA. The goal of the POD formulation
is to express the vector of nodal temperatures T at any time instant as
a linear combination of the basis ’x; y; z with coefﬁcients ct;
that is,
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where s is the total number of degrees of freedom in theﬁnite element
model and r is the total number of POD basis vectors retained after
truncation. The basis is computed by ﬁrst generating the snapshot
matrix A given by
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where Tji indicates the ith entry of the jth snapshot, n is the number
of snapshots taken, and aj refers to column vector corresponding to
the jth snapshot. The correlation matrix C is then found, for which
the entries are the inner products of the corresponding snapshots
given by
Cij  1n a
T
i aj or C
1
n
ATA (3)
The solution of the eigenvalue problem,
Cvi  ivi (4)
yields the eigenvectors and eigenvalues of the correlation matrix,
where vi with kvik  1 indicates the ith eigenvector of C
corresponding to the ith largest eigenvalue of C. Note that the
eigenvectors are sorted such that they correspond with eigenvalues
that are sorted in decreasing magnitude so that the POD basis vectors
will be sorted in order of decreasing energy. The eigenvalues  and
eigenvectors v of the correlation matrix are then used to generate the
POD basis vectors ’, which are expressed as a linear combination of
the snapshots; that is, [40]
’k  1
nk
p Xn
i1
vki ai 
1
nk
p Avk (5)
where vki is the ith entry of the kth eigenvector. The POD modal
matrix can then be assembled with the POD basis vectors ’i stored
as columns of the matrix. The POD basis is then truncated to a
reduced set of POD vectors , thus leading to a reduction in the
number of degrees of freedom in the problem. Note that both the full
and truncated POD sets are orthogonal; that is,
T In (6a)
 T  Ir (6b)
where In represents the identity matrix of dimension n, and Ir refers
to the identity matrix of dimension r.
The columns of the snapshot matrix can be expressed as linear
combinations of the basis vectors with coefﬁcients using the
expression [31]
A (7)
where  is a square matrix of coefﬁcients of the full set of POD basis
vectors and can be calculated by making use of the orthogonality of
the POD basis as
TA (8)
As the basis will be truncated to reduce the problem, the snapshot
matrix can at best be approximated via a linear combination of the
truncated POD modal matrix  given by
A   (9)
where  is a rectangular matrix of coefﬁcients of the truncated set of
PODbasis vectors and can be calculated in amanner similar to that of
Eq. (8) using
 TA (10)
where the orthogonality of  is used. Because the POD basis is
expressed as a linear combination of the snapshots, it spans the same
space as the snapshots. Once the POD basis is truncated, it loses the
ability to exactly represent the snapshots. As the truncated basis can
only approximate the snapshots, the goal is to ﬁnd the optimal basis
such that the approximated snapshot matrix   represents the actual
snapshot matrix  as closely as possible. Let  represent an
arbitrary orthonormal s 	 n basis and  represent the corresponding
s 	 r truncated basis. Let the error incurred as a result of basis
truncation " be given by [31,40]
" kA 
   k2 (11)
Using Eq. (10) in Eq. (11) and substituting the truncated arbitrary
basis  for the truncated POD basis , the error expression becomes
[31]
" kA 
  TAk2 (12)
At this point, the quantity  T is recognized as the orthogonal
projector that projects onto the r-dimensional subspace spanned by
the basis  [40,41]. Thus, Eq. (12) can be written as
" kA 
 P ;rAk2 (13)
where P ;r is the orthogonal projector onto the r-dimensional
subspace. The error due to basis truncation can then be interpreted as
the amount by which the projection of the snapshots onto the
truncated basis differs from the snapshots themselves. The objective
is therefore to ﬁnd an orthonormal basis such that, for a speciﬁed
error ", a minimum number of columns of the set of basis vectors
must be retained. A supplementary condition following from Eq. (7)
is that the basis is a linear combination of the snapshots, as seen in
Eq. (5). It has been shown [25] that, along with this supplementary
condition, the minimum error in Eq. (13) occurs when the basis  is
chosen to be the POD basis , as found from Eqs. (4) and (5). Thus,
the POD basis is optimal with respect to any other linear modal
representation, in that the ﬁrst k POD modes contain more energy
than the ﬁrst k modes of any other basis [24].
An alternative method for calculating the POD basis involves the
SVD. The full SVD of the s 	 n snapshot matrix A is given by [42]
AUVT (14)
where U is a s 	 s orthogonal matrix, V is an n 	 n orthogonal
matrix, and  is a s 	 n diagonal matrix with

ij 

0 for i ≠ j

i  0 for i j (15)
The diagonal entries of are known as the singular values of A and
are ordered in decreasing order such that 
1  
2      0. The
columns of U and V are the left and right singular vectors of A,
respectively. The correspondence between the POD basis as derived
using the eigenvalues of the correlation matrix i and that derived
using the SVDcan be shown by relatingi to
i. Performing the SVD
of C in terms of the SVD of A, we have
C 1
n
ATA 1
n
UVTTUVT  1
n
VTUTUVT (16)
Taking advantage of the orthogonality of U, Eq. (16) becomes
C 1
n
VTVT (17)
From Eq. (17), we can see that V is the matrix of the eigenvectors of
C, and the singular values of A are related to the eigenvalues of C
according to [40]
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2i  ni (18)
The POD basis vectors can be shown to correspond to the left
singular vectors of the snapshot matrix [40] if we rewrite Eq. (5) in
terms of the SVD of A; that is,
’k  1
nk
p UVTvk (19)
Because of orthonormality of the columns ofV, Eq. (19) simpliﬁes to
’k  1
nk
p uk
k (20)
where uk is the kth left singular vector of A. Using Eq. (18), we have
’k  uk. The connection between POD and SVD allows for
justiﬁcation of the claim of basis optimality due to the ability of the
SVD to provide an optimal low-rank approximation to a matrix.
Consider an approximation to Awritten as a partial sum of rank-one
matrices formed from the outer product of the left and right singular
vectors, with the singular value as the scalar coefﬁcient given by
A
Xr
j1

jujv
T
j (21)
where r corresponds to the number of POD basis vectors retained
after truncation. It can be shown that the rth partial sum captures the
maximumpossible amount of energyofA, where energy is deﬁned in
either the 2 norm or Frobenius norm sense [41–43]. Alternatively
stated, no other rank rmatrix can be closer toA in the 2 norm or in the
Frobenius norm. To examine the connection between this optimality
property of the SVD and the optimality of the POD basis, consider
Eq. (11) written in terms of the truncated set of left singular vectors U
corresponding to the truncated set of POD basis vectors  given by
" kA 
 U UTAk2 (22)
Now, expressing A in terms of its full SVD leads to
" kA 
 U UTAk2  kUVT 
 U UTUVTk2 (23)
At this point, the quantity U UTU is recognized as the projection ofU
onto the space spanned by U and performs the action of zeroing the
columns of U that correspond to the excluded POD basis vectors.
Thus, Eq. (23) becomes
"
Xn
j1

jujv
T
j 

Xr
j1

jujv
T
j
2 (24)
and the optimality of the POD basis is demonstrated due to the
optimality property of the SVD described previously. The absolute
error associated with the r-dimensional POD subspace is associated
with the eigenvalues of the correlation matrix C and the singular
values of the snapshot matrix A, and it is given by [40]
"
Xn
jr1

2j  n
Xn
jr1
j (25)
where " is deﬁned in the Frobenius norm sense. A relative error
tolerance "rel can be deﬁned such that if the relative error is to be less
than an error tolerance "T , i.e.,
"
kAk2  "rel  "T (26)
the number of basis vectors retained r should be the smallest integer
thatXr
j1

2j
.Xn
j1

2j


Xr
j1
j
.Xn
j1
j

 1 
 "T (27)
Note that the left-hand side of Eq. (27) can be interpreted as the
energy of the included basis vectors relative to the energy of the full
set of basis vectors. Furthermore, "rel can be interpreted as the energy
of the excluded basis vectors relative to the energy of the full set of
basis vectors given by
"rel  "kAk2 
Xn
jr1

2j
.Xn
j1

2j


Xn
jr1
j
.Xn
j1
j

(28)
Thus, the magnitude of each of the eigenvalues of the correlation
matrix can be used in determining the number of POD basis vectors
that can be removed from the set.
B. Solution of System for Modal Coordinates
1. Decoupled System: Analytical Solution
Once the basis is obtained, it remains to solve the system of
ordinary differential equations for the time-dependent coefﬁcients
ct. Note that the material properties associated with the heat
transfer process are taken to be independent of temperature in this
work; thus, the equations are linear. One method employed to solve
the system of ordinary differential equations involves decoupling the
equations and solving each analytically. The advantage of the
analytical solution is that it avoids the need to timemarch the solution
and allows for direct generation of the temperature distribution at any
time instant of interest. Additionally, it eliminates any error incurred
due to numerical integration. The analytical solution is also useful in
assessing the accuracy of approximate numerical solutions for linear
cases in which the load vector is a known function of time due to its
ability to provide an exact solution. The procedure begins with the
original system of transient thermal ﬁnite element equations given by
M _T  KT  Ft (29)
where M is the thermal capacitance matrix, K is the thermal
conductivity matrix, and F is the thermal load vector. Note that, at
this stage, we assume that bothK andM are not diagonal. As the set
of equations given in Eq. (29) is ﬁrst order in time, we must also
specify a vector of initial temperatures:
Tt 0  T0 (30)
Because the initial condition must be speciﬁed for each equation in
the analytical solution, it is convenient to work with a homogeneous
initial condition. Thus, we deﬁne a new temperature variable given
by T  T 
 T0 [31]. This transformation results in transforming
Eq. (29) such that it becomes
M _T  K T Gt (31)
where Gt  Ft 
 KT0. The next step is to transform the system
from physical space to modal space, thus reducing from an s 	 s
system to an r 	 r system. This is accomplished by ﬁrst expressing
the temperature vector as a linear combination of the truncated set of
PODbasis vectors, T  c, and then premultiplying the equation by
T , where T indicates the transpose of a matrix. The system of
equations is then of the form
 TM  _c TK c TG (32)
The generalized thermal capacitance matrix m, generalized thermal
conductivity matrix k, and generalized load vector g are then
identiﬁed such that
m TM  (33a)
k TK  (33b)
g TG (33c)
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Note that, because the POD basis vectors are not eigenvectors of the
generalized eigenvalue problem,m and kwill still not be diagonal at
this stage. Thus, we now solve the generalized eigenvalue problem
given by
k
 imwi  0 (34)
where i is the ith eigenvalue and wi is the corresponding ith
eigenvector. Note that this step is intentionally performed after
transformation to modal space so that the size of the eigenvalue
problem to be solved is minimized. After assembling the eigen-
vectorswi as columns of the modal matrixW, we now express c as a
linear combination of the eigenvectors of the generalized eigenvalue
problem so that cW ~c. The system of equations is then
premultiplied byWT, such that the system becomes
WTmW _~cWTkW ~cWTg (35)
The transformed generalized thermal capacitance matrix ~m, trans-
formed generalized thermal conductivity matrix ~k, and transformed
generalized load vector ~g are then identiﬁed such that
~mWTmW (36a)
~kWTkW (36b)
~gWTg (36c)
Because of orthogonality of the eigenvectors with respect tom and k,
~m and ~k will be diagonal matrices, thus decoupling the system of
ordinary differential equations. Furthermore, by enforcing the
eigenvectorsW to be normalized with respect to m, ~m is reduced to
the identity matrix and the ith equation of the system can be
expressed as
_~c i  ~ki ~ci  ~gi (37)
where ~ki is the ith diagonal entry of ~k. Using the fact that the initial
condition was made to be homogeneous, the solution of the ith
equation for an arbitrary time-dependent generalized load ~gt is
given by
~c it  e
 ~kit
Z
t
0
~gie ~ki d; i 1; . . . ; r (38)
where  is a dummy variable of integration and t is the time instant of
interest. For a generalized load that is independent of time, the
solution is given by
~c it  ~gi 1 
 e

 ~kit
~ki
; i 1; . . . ; r (39)
Once all of the transformed modal coordinates have been
calculated, the sequence of transformations can be reversed to obtain
the physical temperatures using
Tt  W ~ct  T0 (40)
Note that for the linear case, the matrix product W must only be
evaluated once, and the solution of the transient thermal problem is
reduced to amatrix-vector product and a vector sum. An overview of
the sequence of equation transformations is given in Fig. 2.
2. Coupled System: Numerical Integration
In addition to decoupling the system and solving the equations
analytically, results were also obtained from numerical solutions of
the coupled system. Numerical solutions of the coupled thermal
problem may prove to be more useful than decoupled analytical
solutions within HSV aerothermoelastic simulation frameworks.
This is due to the fact that the heat ﬂux depends on various factors
such as deformation and aerodynamic ﬂow properties that are not
known ahead of time. The thermal load vector must therefore be
sampled at speciﬁc time instants and integrated over time numer-
ically; thus, the analytical solution loses its utility in these cases. Note
that one could perform the integral in Eq. (38) numerically and still
use the decoupled solution method. However, at that point, it may be
more computationally efﬁcient to integrate the equations numeri-
cally and avoid diagonalizing the system matrices. Solving the
coupled system directly avoids the need to solve an eigenvalue
problem to decouple the equations. This is especially important for
nonlinear problems in which the thermal capacitance matrix and
thermal conductivity matrix change with temperature, and an
eigenvalue problem would need to be solved at every time step if the
equations were to be decoupled.
For the numerical solution, the transient equations are solvedusing
a numerical time-marching algorithm [44,45]. To begin the formu-
lation, consider a general system of ﬁrst-order coupled ordinary
differential equations of the form
M _T  KT  Ft (41)
The ﬁrst step will be to reduce the system and transform from
physical space to modal space using Eq. (33). For the numerical
solution, we will not perform the additional step to solve the
eigenvalue problem and decouple the equations. Rather, the reduced-
order coupled systemwill be integrated numerically at this stage.We
denote a time instant in the response of the system by tn such that the
time instant at the next time step is given by tn1  tn t, where
n 0; 1; 2; . . . ; N. A parameter  is introduced to represent the
response of the system at an intermediate time t such that
t  tn  t, where 0    1. Expressing Eq. (41) at time t in
modal space, we have
m _c  kc  gt (42)
where the subscript  indicates the vector of unknowns at time instant
t. We now introduce approximations to c, its time derivative, and g
at t, given by
_c   cn1 
 cn
t
(43a)
c  1 
 cn  cn1 (43b)
gt  1 
 gn  gn1 (43c)
Substituting Eqs. (43) into Eq. (42) leads to the recurrence relation
given by [44]
k 1
t
m

cn1 


1 
 k 1
t
m

cn  1 
 gn
 gn1 (44)
where cn1 is the unknown to be found and cn is the solution from the
previous time step. The recurrence relation given in Eq. (44) is of the
form
M +
+
+
=
=
=
K
c km c
s
s
r
r
G
g
c k c g
T T
Fig. 2 Sequence of transformations of heat transfer equations from full
system to decoupled reduced-order system.
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Lcn1  bn1 (45)
where
L k 1
t
m (46a)
bn1 


1 
 k 1
t
m

cn  1 
 gn  gn1 (46b)
Equation (44) represents a family of recurrence relations in which
the particular numerical scheme depends on the chosen value of .
For  0, 1
2
, 2
3
, and 1, the algorithm represents the forward Euler,
Crank–Nicolson, Galerkin, and backward Euler method, respec-
tively. Additionally, if  0, the algorithm is explicit, while for
 > 0, the algorithm is implicit. The requirements for convergence of
the selected numerical scheme are given by the Lax equivalence
theorem, which states that for a well-posed initial value problem and
a consistent discretization scheme, stability is the necessary and
sufﬁcient condition for convergence [42,46]. The family of 
algorithms described previously is unconditionally stable in the
linear case for   1
2
, while an extension for nonlinear systems [47]
was also shown to be unconditionally stable for   1
2
. For  < 1
2
, the
algorithm is conditionally stable and the eigenvalue stability region is
such that the critical time step is given by
tcr  2
1 
 2
1
m
(47)
where m is the largest system eigenvalue. For this work, the Crank–
Nicolson scheme corresponding to  1
2
is used due to its second-
order accuracy.
Since the equations are solved in modal space and the initial
temperatures are known in physical space, the initial values of the
modal coordinates must ﬁrst be calculated before time marching can
proceed. Using the transformation between physical space and
modal space, we begin by expressing the vector of initial tem-
peratures in physical space, as can be expressed as
T0  c0 (48)
where c0 is the vector of initial values of the modal coordinates.
Expanding this expression in terms of the individual POD vectors,
Eq. (48) becomes
T0  c10 ’1  c20 ’2      cr0 ’r (49)
where ’i indicates the ith basis vector and c
i
0 refers to the
corresponding ith modal coordinate at time t0. To ﬁnd the initial
value of the ith modal coordinate, Eq. (49) is premultiplied by the
transpose of the ith basis vector ’Ti to obtain
’Ti T0  c10 ’Ti ’1  c20 ’Ti ’2      cr0 ’Ti ’r (50)
Recall that the basis vectors are an orthonormal set, such that
’Ti ’j  ij (51)
where ij is the Kronecker delta. Thus, the right-hand side of Eq. (50)
reduces to ci0 and the left-hand side gives its value. By pre-
multiplying Eq. (49) by each of the basis vectors, the complete vector
of initial modal coordinates can be found, and time marching of the
system can proceed.
III. Control Surface Model
The methodology developed in this work is applied to a
representative control surface structure, as the control surfaces are
expected to have a strong contribution to the dynamics of the vehicle.
The HSV conﬁguration considered in this study, as developed in a
previous work [48], is shown in Fig. 3. A ﬁnite element model of a
representative HSV elevator has been created for use in this study.
The airfoil cross section is that of a doublewedge. The thickness from
the top skin layer to the bottom skin layer is a 4% chord length
[49–51]. The top and bottom skin layers are each equipped with two
3.8-mm-thick thermal protection system layers; thus, the thickness of
the outer mold line is a 4% chord length plus the 15.2 mm of thermal
protection system material. The chord length at the root is 5.2 m
(17 ft) [48], and the leading edge is swept by 34 while the trailing
edge is swept by 18 [52]. Planform and cross-sectional views of the
airfoil are given in Figs. 4 and 5, respectively.
Because of the severe aerodynamic heating experienced in hyper-
sonic ﬂight, layers of thermal protection material are needed to keep
the temperature of the structure below maximum temperature limits.
A survey of the literature revealed a wide range of design strategies
for mitigating the high temperatures experienced in hypersonic ﬂight
[53–60]. This study considers a thermal protection system consisting
of an outer heat shield and middle insulation layer on top of the
structure, as shown in Fig. 6. The material for the heat shield was
chosen to be René 41, as it was found to be efﬁcient in terms of
mechanical properties at elevated temperatures [59]. For the
insulation layer, three different materials were considered in the
preliminary materials evaluation: internal multiscreen insulation
(IMI) [54], high-temperature ﬂexible Min-K [59], and Q-Fiber felt
[54]. Of these, the Min-K insulation, which is a proprietary silica-
based material faced with astroquartz cloth [59], was selected due to
Fig. 3 Overall HSV geometry illustrating position of control surface.
5.2 m (17 ft)
3 
m
 (9
.8 
ft) 34° 18°
Flow Direction
y
x
Fig. 4 Planform geometry of control surface model.
c
0.04c+15.2 mm
Fig. 5 Cross-sectional geometry of control surface model.
Heat Shield: René 41
Insulation: Min-K
Structure: TIMETAL834
aero radq
.
h1
h2
h3
q.
Fig. 6 Schematic of material stacking scheme at outer mold line of
structure.
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its relatively low thermal diffusivity. For the structure, the titanium
alloy Timetal 834 (formerly known as IMI 834) was chosen. The
advantage of using this alloy is its maximum application temperature
Tmax of 600
C compared with that of Ti-6242S (520C), Ti-6242
(450C), Ti-811 (400C), and Ti-6-4 (300C) [61]. The thermal and
mechanical properties of the three materials employed in the model
are shown in Table 1, where T-dep. indicates that the property is
temperature dependent [52,59,62,63]. In addition to those, the
emissivity  of the heat shield was taken to be 0.85 [52,64].
The ﬁnite element mesh used in the study is shown in Fig. 7. The
model contains 2812 degrees of freedom and 5580 elements. The
heat shield and insulation layer are each modeled using one layer of
six-node solid wedge elements, while the top and bottom skins and
stiffeners are modeled using three-node two-dimensional triangular
elements. While reﬁnement of the mesh in the thickness direction
may provide a more accurate representation of the temperature
distribution, the purpose of this study is to examine the ability of the
POD solution to represent the reference solution, which is taken to be
the solution of the current the full-order model. Of the 5580 elements
in the model, 3456 are solid elements and 2124 are triangular
elements. The control surface is taken to be all-moveable about a
hinge line located at the midchord [48] and will thus be connected to
the vehicle main body through a torque tube. This attachment is
modeled by constraining the region indicated by the black circle in
Fig. 7 in all degrees of freedom.
IV. Results
A. Time-Independent Thermal Load Vector
Theﬁrst case thatwill be considered consists of a uniform heatﬂux
of 10 W=cm2 that is constant in time and applied at the outer surfaces
of themodel. The time range considered in this example is 0–200 s.A
plot of the temperatures of a selected node at the outer surface of the
heat shield, outer surface of the insulation, and skin within the time
range considered is given in Fig. 8. Note that the temperature
decreases signiﬁcantly between node 2101 and node 1189 due to the
effect of the insulation.
For the purposes of this study, the high-ﬁdelity ﬁnite element
solution will be treated as the truth model and error calculations will
bemadewith respect to it. To assess the effect of number of snapshots
taken throughout the range of time considered, a high-ﬁdelity
transient thermal FEA from 0–200 s was carried out using Sol 159
within the ﬁnite element code MSC.Nastran. POD bases were then
generated based on 5, 21, 81, and 401 snapshots of the high-ﬁdelity
solution, which correspond to snapshots taken in evenly spaced
intervals every 50, 10, 2.5, and 0.5 s, respectively, between 0–200 s.
The reduced system was solved using the decoupled analytical
approach for all of the results in this section. To quantify the
percentage error of the POD solution, a spatial error norm e is deﬁned
such that
e
Xs
i1

Tri 
 Tfi
Tfi

2
s
	 100 (52)
where Tfi is the temperature at node i from the full-order solution and
Tri is the temperature at node i from the reduced-order solution.
Deﬁned in this manner, e can be interpreted as the 2 norm of the
vector of percentage errors of the nodes at a given time instant.
Results were generated for cases with one, two, and three POD basis
vectors retained after truncation. The relative errors as deﬁned in
Eq. (28) for the case of 401 snapshots with one, two, and three
retained POD basis vectors are given in Table 2. Results of reduced-
order simulations with a varying number of retained modes and
number of snapshots are given in Fig. 9, with e calculated in 0.5 s
intervals.
From the results shown, one cannot conclude that taking more
snapshots will result in a smaller error for any arbitrary time instant
regardless of the number of basis vectors retained. Although, in
general, it appears that taking more snapshots is advantageous, for
certain time intervals, the error is lower for the cases of fewer
snapshots. To understand the underlying causes of this, the effect of
number of snapshots on the POD error was investigated at the
speciﬁc time instant of 200 s. POD bases were generated for cases
with varying numbers of snapshots ranging from 5 to 401. For each
Table 1 Structural and thermal material properties used in the study
	, kg=m3 E, Pa  T , m=m=K kT ,W=m=K cp, J=kg=K Tmax, K h, mm
René 41 8240 T-dep. 0.31 T-dep. 18 541 1500 3.8
Min-K 256 Neglect Neglect Neglect 0.052 858 1250 3.8
Timetal 834a 4550 T-dep. 0.31 11 7 525 873 3.175
aThe properties , kT , and cp for Timetal 834 were obtained from http://www.matweb.com/search/DataSheet.aspx?
MatGUID=a74096c99aa6486382a9c9e1be0883c4 [retrieved 24 January 2011].
Fig. 7 Finite element model of control surface used in study.
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Fig. 8 Temperature history of three selected nodes for constant heat
ﬂux case.
Table 2 Relative energy of excluded
modes for cases of one, two, and three
retained modes
Number of retained
modes
"rel
1 3:90 	 10
4
2 7:04 	 10
6
3 1:22 	 10
9
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case, the error of the POD solution using three POD basis vectors at
200 s was calculated.
From Fig. 10, one can see that the increase in error with number of
snapshots is in agreement with the results shown in Fig. 9 at 200 s, in
that the error increases asymptotically with number of snapshots. To
further investigate the error of the POD basis as a function of number
of snapshots, the relative energy of the excluded basis vectors given
by Eq. (28) was calculated for varying number of snapshots, as
shown in Fig. 11. Again, three basis vectors were retained, and the
number of snapshots ranged from 5–401.
The trend in Fig. 11 is similar to that in Fig. 10 and indicates that
the energy of the ﬁrst three POD vectors relative to that of the full set
decreases asymptotically with an increasing number of snapshots. It
is believed that the reason for the increase in error with the number of
snapshots is due to spreading of the energy to higher modes with an
increasing number of snapshots. The number of POD basis vectors
obtained is equal to the number of snapshots taken. Because taking
more snapshots results in more POD basis vectors being created, it is
possible that as more snapshots are taken, the proportion of energy
contained in the ﬁrst three basis vectors relative to the total energy of
the set may decrease. The energy of the ﬁrst three POD modes
increases at a slower rate than that of the higher modes with the
number of snapshots for this particular case.
To understand the relevance of each of theﬁrst three PODmodes to
the solution, the modal coordinates of these modes were plotted as a
function of the number of snapshots, again at 200 s, and the results are
given in Fig. 12. Again, in this case only, the ﬁrst three modes were
used for the solution. Although the change is small, the modal
coordinate of the ﬁrst POD vector decreases with an increasing
number of snapshots. Those of the second and third POD vectors
increase with an increasing number of snapshots. These trends
indicate that some of the energy of theﬁrst PODmode is being spread
to the higher POD modes as the number of snapshots increases.
Finally, the utility of taking additional snapshots is measured by
calculating the projections of the snapshots onto the subspaces
spanned by the ﬁrst snapshot, the ﬁrst two snapshots, the ﬁrst three
snapshots, and the ﬁrst four snapshots. Snapshots lying in the space
already spanned by previous snapshots provide no additional infor-
mation, while snapshots orthogonal to the space already spanned by
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Fig. 9 POD percentage error for varying number of snapshots and retained number of basis vectors.
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Fig. 10 POD error for varying number of snapshots at 200 s.
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previous snapshots provide maximum information. The full QR
factorization of the snapshot matrix is ﬁrst computed such that
AQR, where Q is an orthogonal s 	 s matrix and R is an upper
triangular s 	 n matrix. The columns of Q have the property that
they span the same subspace as the corresponding columns of A,
such that [41]
hq1i  ha1i
hq1; q2i  ha1; a2i
hq1; q2; q3i  ha1; a2; a3i
..
.
hq1; q2; . . . ; qji  ha1; a2; . . . ; aji (53)
where hi indicates the subspace spanned by the vectors enclosed in
the brackets. One can therefore use the columns of Q to form
orthonormal subspaces that span the subspaces of the corresponding
columns of the snapshot matrix. Each snapshot is ﬁrst normalized to
unit magnitude; that is,
ka^ik2  1; i 1; . . . ; n (54)
so that the magnitude of the projection of each snapshot onto the
various subspaces will lie between zero and one. If we take Q^ to be
the truncated version of Q containing the ﬁrst j columns of Q, the
projection onto the space spanned by Q^ is given by Q^Q^T. If a
snapshot a^i lies in the span of Q^, then applying the projection results
in a^i itself; that is, [41],
Q^Q^
T
a^i  a^i (55)
Deﬁne the residual R as the normed difference between the
projection of the ith snapshot onto the subspace and the actual
snapshot given by
R  kQ^Q^Ta^i 
 a^ik2 (56)
where a zero value ofR indicates that the snapshot already lies in the
subspace, while a value of one indicates that the snapshot is
orthogonal to the subspace. Results are given in Fig. 13 for
projection of each of the snapshots onto the subspaces spanned by
the ﬁrst, ﬁrst two, ﬁrst three, and ﬁrst four snapshots.
The results indicate that the space spanned by just the ﬁrst three
snapshots comes close to containing all of the snapshots. Projection
of the snapshots onto the subspace spanned by theﬁrst four snapshots
shows almost no noticeable difference from that onto the subspace
spanned by the ﬁrst three snapshots, indicating there is very little new
information introduced by including the fourth snapshot. These
results indicate that the ﬁrst three snapshots capture most of the
dynamics necessary for creation of the POD basis. This is not
unexpected, as the constant, uniform heat ﬂux should lead to system
dynamics that are easily captured as opposed to a case with more
complex boundary conditions.
B. Time-Dependent Thermal Load Vector
The next case considered is that of a time-dependent thermal load
vector for which the functional form is speciﬁed a priori. One of the
fundamental approximations to be examined in this case study is the
use of a ﬁxed POD basis for cases with time-varying natural bound-
ary conditions. The advantage of using the same basis throughout the
transient is that the need to perform the time-consuming computation
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Fig. 12 Modal coordinates of ﬁrst three POD basis vectors for varying number of snapshots at 200 s.
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of regenerating the basis during the course of a simulation is avoided.
Additionally, the actual thermal loads on the HSVwill not be known
ahead of time, and the basismust therefore be robust to changes in the
boundary conditions. The POD basis vectors are treated as Ritz
vectors, similar to their use in structural dynamics. The basis vectors
must only satisfy the Dirichlet boundary conditions [65] (ﬁxed-
temperature boundary conditions in this case), and since the
boundary conditions will only be of the Neumann type, the POD
basis will satisfy the necessary conditions of Ritz modes throughout
the transient. This case will be also used to compare the accuracy of
the decoupled analytical POD solution with that of the numerically
integrated POD solution, with the goal of assessing the effect of the
size of the time step on the numerical solution. This is important, as
the size of the time step used for the numerical solution of the thermal
problem will dictate how frequently the thermal load vector must be
updated. The form of the thermal load vector used for this case is
given by
Fx; y; z; t Ht ~gx; y; z (57)
where Ht is a scalar time-dependent coefﬁcient and ~gx; y; z is a
spatially varying vector. For this study, Ht is taken to be sin!t
with ! 0:01 Hz, and ~gx; y; z is obtained from the preceding
uniform 10 W=cm2 case. The ith decoupled equation will then be of
the form
_~c it  ~ki ~cit  sin!t ~gi (58)
and the solution subject to the initial condition ~ct 0  0 is given
by
~c it  ~gie

 ~kit! 
 ~gi! cos!t  ~gi ~ki sin!t
~k2i  !2
(59)
The POD basis was ﬁrst created by taking 501 snapshots in evenly
spaced intervals between 0 and 500 s, with one snapshot per second.
Note that the snapshots were taken by decoupling the full system
using the full eigendecomposition of the system and solving each
equation analytically to eliminate any error that would be incurred
due to numerical time stepping. The temperature response from 0 to
2000 s for a node at the outer surface of the heat shield, outer surface
of the insulation layer, and on the bottom skin is given in Fig. 14.
Once the snapshots were taken, the correlation matrix and its
eigendecomposition were found. The magnitudes of the ﬁrst nine
eigenvalues of the correlation matrix are given in Fig. 15. Based on
the eigenvalues of the correlation matrix, only the ﬁrst four POD
modes were retained in the solution. Note that the relative energy of
the excluded PODmodes as calculated using Eq. (28) is 1:58 	 10
9.
The following sections investigate the accuracy of the reduced-order
solution through decoupling and solving the equations analytically,
as well as directly integrating the coupled system numerically.
1. Decoupled Analytical Solution
The ﬁrst step was to compare the full-order solution with the
solution obtained by introducing the POD modes, decoupling the
equations, and solving them analytically: hereafter referred to as
the POD-analytical solution. Using e from Eq. (52), the error of the
POD-analytical solution is given in Fig. 16 for the time interval in
which the snapshots were taken (between 0 and 500 s).
Although the POD-analytical solution shows good agreement
with the full-order solution within the time range in which the
snapshots were taken, it is likely that the reduced-order solution will
need to extrapolate temperature distributions for time instants that are
outside of the time interval in which the snapshots are taken for the
actual HSV simulations. Thus, the POD-analytical solution was
compared with the full-order solution from 0 to 2000 s to investigate
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the accuracy of the reduced-order solution outside of the time interval
in which the snapshots were taken. Results for cases with three, four,
ﬁve, and six POD basis vectors retained in the POD-analytical
solution are given in Fig. 17. As seen in the ﬁgure, the overall
accuracy of the reduced-order solution outside of the time range in
which the snapshots were taken is lower than that within the time
range in which the snapshots were taken. Furthermore, although
retaining more than four POD basis vectors results in little
improvement in solution accuracy between 0 and 500 s, the use of
additional basis vectors has a more prominent effect on the error for
times beyond 500 s.
In actual aerothermoelastic simulations of HSVs, the time
dependence of the thermal boundary conditions will not be known
ahead of time, as the heat ﬂuxwill depend onﬂowparameters that are
inﬂuenced by the structural dynamic response. The simulations used
to take the snapshots and create the POD basis may therefore not
represent the thermal boundary conditions that the structure will see
in the actual simulations. To most closely capture the space in which
the solution is likely to lie, it is necessary to design the simulations to
excite all of the system dynamics that are expected throughout the
mission. To examine the effect of extracting POD modes from
simulations with boundary conditions that are different from those
present in the actual simulation, the POD basis from the previous
constant heat ﬂux case was used to obtain solutions for the current
case of a prespeciﬁed time-varying heat ﬂux. The error between the
full-order and POD analytical solutions was calculated between 0–
2000 s using varying number of basis vectors, and results are given in
Fig. 18. Note that the errors for the cases of four and ﬁve basis vectors
retained are virtually identical. Comparing Fig. 18 with Fig. 17, it is
observed that there is not a dramatic loss of error when the modes are
taken from snapshots of simulations with boundary conditions that
are different from those in the actual solution. Although more modes
may need to be retained if the time dependence of the boundary
conditions is not known ahead of time, this result strengthens the case
that it may be possible to use PODmodes that are obtained a priori for
the full aerothermoelastic HSVs simulations.
2. Coupled Numerical Solution
The accuracy of the coupled, numerically integrated POD
solution, hereafter referred to as PODnumerical, is now investigated.
The numerical solution is carried out using the Crank–Nicolson
scheme, as described previously, using the ﬁrst four POD basis
vectors. Recall that the temperatures at the next time step Tn1
depend on the thermal load vector at that next time step gn1, as
shown in Eq. (44). As we have speciﬁed the time dependence of the
thermal load vector ahead of time, for the ﬁrst case we will use this
information by calculating the actual value of gn1 and using it in the
calculation of the temperatures Tn1. The transient temperature
history for this case for node 238, which is approximately at the
midchord, midspan location on the bottom outer surface of the heat
shield of the control surface, is given in Fig. 19 for the full-order
solution and POD-numerical solution with t 10 s and
t 25 s. Again, note that the full-order solution is obtained
analytically and thus does not contain numerical error. The error of
the POD-numerical solution with respect to the full-order solution
was then calculated over time using the spatial error norm e for
various time-step sizes. The results are given in Fig. 20.
While using the known time dependence of the thermal load vector
at the time instant at which the solution is desired results in
reasonable accuracy, this is not possible within actual HSV
aerothermoelastic simulations, as the thermal load vector will not be
known ahead of time. This is due to the fact that it depends on the
instantaneous ﬂow parameters, which change as the structure
deforms. A nonlinear solution is undesirable, as this would coun-
teract the computational savings of using ROMs. As the cost of time
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marching the transient thermal solution has been made relatively
cheap through the use of POD, reducing the size of the time step and
performing a linear solution at each time step is expected to achieve
the desired computational efﬁciency while still maintaining rea-
sonable accuracy. As such, the error of the POD-numerical solution
was again calculated, except the problemwas treated as if the thermal
load vector is not known ahead of time. Instead, it was treated as
piecewise constant such that gn1  gn between each set of time
steps. Once the temperature is calculated at the current time instant,
the load vector is updated and again assumed constant until the next
update. The error of the POD-numerical solution with this approx-
imation is given in Fig. 21 for various size time steps.
Comparing Fig. 21 with Fig. 20, we see that the error introduced
through the piecewise-constant approximation of the thermal load
vector can signiﬁcantly increase the error of the POD-numerical
solution. Thus, careful attention must be paid to the time-step
selection, or alternative approximations should be made in the actual
HSV simulations. One potential alternative to the piecewise-constant
approximation would be to create a functional representation of the
thermal loads in between updates based on the values at previous
time instants.
3. Assessment of Computational Cost
To assess the computational savings achieved via the use of the
POD solution, thermal transients are calculated for a period of 2 h
using both the reduced-order and full-order models. The time-
dependent thermal load vector employed in the previous subsections
is used for the boundary conditions, and the ﬁrst four POD basis
vectors are used in the reduced-order solution. Both the full-order
and reduced-order solutions are computed using the decoupled
analytical solution as well as the numerical solution. Temperatures
are calculated once per second in all cases. The computation time and
number of states required to obtain 2 h of response for each case are
given in Table 3. Ratios of computation time and number of states for
the full-order solution to those of the reduced-order solution are
given for both the analytical and numerical cases. The last column in
the table gives the time-averaged error between the full-order and
reduced-order solutions for both the analytical and numerical case.
As shown in the table, the use of POD for reduced-order thermal
solution provides signiﬁcant computational savings, both in terms of
computation time and number of states.
V. Conclusions
A reduced-order formulation for solution of the transient heat
transfer problem based on POD has been given. This method has
been chosen due to the optimality of the POD basis in representing
the dominantmodes of a systemwith the smallest possible number of
basis vectors. The basis has been obtained in this work by taking
snapshots of the solution over time from representative full-order
simulations and detecting the correlation between snapshots. The
solution of the reduced-order system of transient thermal equations
resulting from projection onto the truncated basis was carried out
using two different methods: one in which the equations were decou-
pled and solved analytically and another in which the equations were
numerically integrated directly. The methodology was applied to a
representative HSV elevator model, as such a control surface is
expected to have a signiﬁcant contribution to the dynamics of the
vehicle.
The ﬁrst case analyzed was that of a time-independent uniform
thermal load vector. Results indicated good agreement between the
full-order and reduced-order solutions. Investigation into the effect
of the number of snapshots on the solution indicated that the error
incurred in the reduced-order solution does not always decreasewith
the number of snapshots. This can be at least partly attributed to the
increase in the relative energy of the excluded basis vectors with an
increasing number of snapshots. Additionally, it was shown that for
this case, the contribution of additional snapshots degrades rapidly
after approximately three snapshots due to the fact that subsequent
snapshots come close to lying in the subspace already captured by the
ﬁrst three snapshots.
Application of the methodology to a case with a prespeciﬁed
time-varying thermal load vector allowed for investigation of the
error incurred by not updating the basis as the natural boundary
conditions changed. Results from the POD-analytical solution
showed good accuracy in the time range considered by the snap-
shots; however, the error was found to increase outside of the time
range considered by the snapshots. Use of the basis from the con-
stant heat ﬂux case for a solution in the time-varying case showed
that, although there is an increase an error, acceptable accuracy may
be obtained even if the time dependence of the boundary conditions
is not known a priori. This provides support for the use of the same
basis for aerothermoelastic solution under a range of ﬂight con-
ditions. Solution of the reduced-order system using a numerical
integration scheme showed that the accuracy is strongly dependent
on the size of the time step chosen. Furthermore, results indicate that
investigation into methods for approximating the time dependence
of the thermal loads in between updates may be warranted. The use
of POD for transient thermal solution will contribute to reducing
the computational burden and number of states in hypersonic
aerothermoelastic simulations.
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